Baton “TL” series Privacy Latch Hand Change Manual

Series TL Privacy Latch is handed. Please specify the exact handing required for your applications when ordering.

Handing of doors I == == I
The hand of the door is always ‘ ‘

LH - Left Hand RH - Right Hand

determined from outside. Face

the door and swing the door into @ (™ Exeior 0 (7

left side of the room is lef+-hand \,( U \V( U

(LH); swing out to the left is Left- L

hand reverse (LHR). Face the door " F

and swing the door into right side LHR - RHR -

of the room is Right-hand (RH); Left Hand Reverse Right Hand Reverse

Exterior

swing out to the right side of the o0 0

room is Right-hand reverse (RHR). @ g \,( U

The picture left (below) showed as LH and picture right showed as RH. For LHR or RHR, simply rotate the Latch tongue

and Faceplate for 180 degree.

(showing model # TL-04V LT Privacy Latch
"

{and (LH) Privacy Latch Right Hand (RH) Privacy Latch

Order received without having the handing specified will be shipped with Right Hand set. If the handing of the Privacy
set received, or accidently wrong handing was ordered, you may return to Baton for handing change; or follow the
below instruction to convert the handing. An external “Retaining Ring Pliers” is the only tool you need. If you do not
have a Retaining Ring Pliers, one flat tip screw driver plus one pointed tool can also do the work.

Retaining Ring Pliers / external



Converting from Right Hand (RH) to Left Hand (LH)

(Ov;jittﬁide unit fa Inside unit
screw pos!

o -

{ T' O ' £ . f

N $ " , ( ” ‘ ’
Nylon Retainer Governor g;tgl?er

spacer Ring 2 Spring
<————— when removing the parts from the unit, lay face up as it was for easy reassemble.

Step 2 -
Switch the Rosettes
in order to convert
m RH to LH)

New outside unit
for LH / left hand

After switched, this
side will be worked
for Interior side

Step 4 -

Turn the rosette wit
hole to the 9 og
re engage i

Step 3 - \
Reassemble the Lever Unit / outside}
Place the Nylon Spacer and secured
with Retainer Ring 2



i Lever assemblage / outside

Step 6
Engage the Governor and test the function.
When Lever is released, the Lever is on
horizontal and away from the emergency

release hole. o

%gfever and
rotate the Rosette

. se to 90+ degree
ol easy integrating the
Governor

S 4

4

Follow the Step 3 to Step 7 to assemble the Lever assemblage /inside. Now you have converted the Right Hand (RH)
Privacy Latch to a Left Hand (LH) Privacy Latch.

Step 7 i
Secure the Governor with Retainer Rhu‘

TL-C04V-10B
Privacy Latch, Left Hand



